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Utensilwashers

Water connection:
It is advisable to introduce sanitary water in the dishwashers, with a tempe-
rature of  50 - 60 ºC.

Water pressure: 
Minimum: 2 bar = 2  kg/cm2 
Maximum: 4 bar = 4  kg/cm2

Water softener: 
All glass / dishwashers should be connected to a treated water supply when 
the local supply is over 10 HF / 6 HD.

Any issues derived from a bad installation that don´t meet with the indicated 
conditions will not be considered as a warranty.
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Utensilwashers

General characteristics

LP SERIES
- LP Series for the cleaning of utensils   
 and kitchen recipients. 
- Made with double skinned of stainless  
 steel 18/10 (AISI-304).
- Electronic control panel.
- Rotating wash and rinse arms.
- Wash temperature 55°C and rinse 80°C.  
- Wash cycles: 2’ - 4’ - 6’.
- Continuous wash cycle up to 12’.

- Maximum theoretical productivity: 30   
 racks/hour.
- Thermostop system.
- Control of the rinse pressure.
- Built-in detergent dispenser and rinse   
 dispenser. 
- Electric connection: 400 V - III+N+E   
 - 50 Hz.
- Thanks to the drain pump, the self-  
 cleaning cycle is automatic.
- Rinsing pump that guarantees a perfect   
 hygienic result and constant pressure   
 control during the rinse. 
- DD: Detergent dispensers and 

 brightener included. 
- B: Drain pump included. 
LP-ECO SERIES 
- Similar features, except: 
· Do not incluide a built-in drain pump.
· Without control of rinse pressure. 
· Without detergent dispenser.
· Without rinse dispenser.
· Without self cleaning cycle.
- Fixed cycles duration: 2’ - 4’ - 8’.
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MODEL CODE DESCRIPTION

CT-LP61B 19023165 Basket for LP-61 B

CT-LP62 19010251 Basket for LP-62 and LP-63 H

CT-LP70 19010252 Basket for LP-70

CT-LP130 19011085 Basket for LP-130

SMP 19010253 Support for pastry dispenser

ARM8 19010254 Frame support for 8 trays

CU150 19010255 Cutlery container (150 x 150 mm)

Accessories for utensilwashers

MODEL CODE BASKET SIZE
(mm)

USABLE HIGHT
(mm)

TANK CAPACITY
(L)

WATER 
CONSUMPTION 

(L/CYCLE)

POWER
(KW)

DIMENSIONS
(mm)

LP-SERIES

LP-61 B DD 19076870 500x600 400 23 3 6,7 600x700x1.290

LP-62 B DD 19076872 560x630 650 37 3 7,5 720x780x1.730

LP-62 B DD HRS 19076873 560x630 650 37 3 7,5 720x780x1.960

LP-63 B DD 19072567 560x630 850 37 3 7,5 720x780x1.930

LP-63 B DD HRS 19076875 560x630 850 37 3 7,5 720x780x2.160

LP-70 B DD 19075071 700x700 850 68 4 10,7 850x850x1.960

LP-70 B DD HRS 19076876 700x700 850 68 4 10,7 850x850x2.160

LP-130 B DD 19074725 1.320x700 850 131 6 15,9 1.470x850x1.960

LP-130 B DD HRS 19076877 1.320x700 850 131 6 15,9 1.470x850x2.160

LP-SERIES ECO

LP-61 DD ECO 19003005 500x600 400 23 3 6,7 600x700x1.228

LP-62 DD ECO 19003006 560x630 650 37 3 7,5 719x782x1.727

 Accessories supplied: One basket.


